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The Navier-Stokes Equations

The Navier-Stokes equations for the flow of a viscous,
Incompressible, Newtonian fluid can be written

—Au+Vp=—-R(u-Vu+ w)

V-u=0 (1)

in Q C R?, where u denotes the fluid velocity, p denotes
the pressure, and R denotes the Reynolds number [2].
In our context, R = 1/n where n denotes the fluid
(Kinematic) viscosity.

These equations must be supplemented by appropriate
boundary conditions, such as the Dirichlet boundary
conditions, u = ~ on 9.
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Navier-Stokes variational form

A complete variational formulation of (1) takes the form:
Find u such that u — v € V and p € II such that

a(u,v)+b(v,p)
+R(c(u,u,v)+(ut,v)L2):O VvwweV, (2
b(u,q) =0 Vqell,

where e.g. a(-,-) and b(-, -) are the same as for Stokes:

a(u, v) ::/QZui,jvm dx, b(v,q):= _/szm'qu’
j i=1

1,7=1

(-,-)z2 denotes the L?*(Q2)%inner-product and new form is

c(u, v,w) := /Q(u - Vv) - wdx. (3)
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Navier-Stokes nonlinear form

The spaces V' and II are the same as for the Stokes
equations.

The trilinear form (3) has some special properties that
reflect important physical properties of fluid dynamics.

To see these, need to derive some calculus identities.

For any vector-valued function u and scalar-valued
function v, the product rule for derivatives gives

V- (U_ U) — (V- u)v +u - V. (4)

Applying product rule again gives
V-(uvw) = (V-u)vw + (u- Vo)w + (u - Vw)v.
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Properties of the nonlinear term

Repeat: V:-(uvw)= (V-u)vw+ (u-Vo)w+ (u-Vw)v.

Thus If we apply the divergence theorem we get

jéﬁ(u-n)wdszfﬂv- (wvw) dx
:/Q(V-u)vdeJr/Q(u-Vv)wder/(u-vw)vdX-

Q

Thus If u satisfies the divergence constraint V-u = 0 In
(1) and the product (u - n) v w vanishes on 9f2, we have

(u-Vo)wdx = — [ (u- Vw)vdx. (5)
Q)

Q
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Properties of the nonlinear term

Suppose now that v and w are vector-valued functions,
and u - n or v or w vanishes at each point on 9f).

Applying (5), we find
/Q(u-VV)-WdX:—/(u-VW)-VdX. (6)

Q

Then the trilinear form (3) is antisymmetric in the last
two arguments:

c(u,v,w) = —c(u, w,v). (7)
In particular, iIf V-u = 0 and v vanishes on 92, then

c(u,v,v) =0.
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Navier-Stokes time-stepping

Simple time-stepping scheme for Navier-Stokes
equations (1) is implicit with respect to linear terms and
explicit with respect to nonlinear terms.

However, fully implicit schemes have better stability
properties.
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Implicit time-stepping

The workhorse schmes for solving the time-dependent
Navier-Stokes equations are implicit.

The simplest of these is the implicit Euler scheme,
which is the lowest-order backwards differentiation
(BDF) scheme.

The implicit Euler time-stepping scheme for the
Navier-Stokes equations can be defined as follows.
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Navier-Stokes variational form

Expressed in variational form, it is

a (ug, V) + 0 (V,pf) + Rc (ug, u’, V)
B (o) =0, @
b (u’,q) =0,

where v varies over all V' (or V) and ¢ varies over all I1
(or II;,) and At denotes the time-step size.

More efficient time-stepping schemes will take a similar
form, such as the backwards differentiation schemes. In

particular, (8) Is the first-order backwards differentiation
scheme.
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Navier-Stokes variational form

At each time step, one has a problem to solve for (u’, p’)
with the form a(-,-) is

EL(U, V) — a’(ua V) T T (117 V)L2 ) (9)
where the constant 7 = R/At.

It takes the form

a (uE,V) + 0 (V,pg) + Rc (ué, ug,v) =T (ug_l,v)L2 :

b(ug,q) = 0. 10)
1

However, (10) is nonlinear, so an algorithm must be
chosen to linearize it.

Computational Modeling Initiative 2019 10/50



Fixed-point iteration

One of the simplest solution methods is the fixed-point
iteration, which takes the form:
a (ug’k, V) + b (V,pg’k) — —Rec (uf’k_l, ug’k_l, V)
+7 ("), (11)
b (ug’k, q) = 0.
This iteration can be started with an extrapolated value,

e.g., u*? ;= 2u’~! — u’~2, and once convergence is

achieved, we set u‘ = u“*.
Note that we have u’* = ~ on 99, that is, u** = u/" + ~

where u;" € V.
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Fixed-point iteration

The variational problem for u** can be written:
Find u," € V and p € II such that

a(ug",v) +b(v.p) = —a(y.v)
—Rc( bRl bk 1,V) —|—T(u€,V)L2 VveV (12)
b(ugk, q) = — b('y, q) Vq € 11.
This is of the form

F(v) = —CNL(’)’,V)—R c(ug’k_l, uz’k_l,v)
+7(u"v), WeV (13)

G(q) = — b('y,q) Vq € 11.

Boundary data ~ appears in both F' and G.
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Stability of the exact solution

The nonlinear time-stepping scheme (10) has excellent
stablility properties.

To see why, let us assume for simplicity that the

boundary data -~ Is zero. Then
&(ug,ug) = —Rc(ué u’, u )—|—7’( = 1,u€) :T(ug_l,uf)

Then the Cauchy-Schwarz inequality implies

L? L?°

CNZ(UB, ug) < 7'”112_1“1;2 HUKHLQ(Q)
/— 14
< 7 (la 2 i) + ull72))
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Stability of the exact solution

Subtracting 57lu’(|7., from both sides yields

a(u’,u’) + Irllu’|2aq) < irflu’ Y2

14
<a ) e

Thus u’ is non-increasing in the norm

[Vl = \/a(v,v) + 37]v]2: 0,

Therefore
Ju’|l- < Jju’ll;,

that is, subsequent time steps are bounded by the initial
value in this norm.
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Convergence of fixed-point iteration

The convergence of the iterative scheme (11) can be
analyzed as follows.

Subtracting two consecutive versions of (11), we find the
following formula for e* := u%* — u®*1:

EL( kjek) _ R(c ué,k—ljuf,k—lyek) iy
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Convergence of fixed-point iteration

So we have

= ( 3 ek) _ R(c (ek—17 uz,k—17 ek) L (ué,k—2jek—17 ek))
From the Cauchy-Schwarz inequality, we find
\c(ug’k_2, ek—l) ek)‘ < Hug’k_2HLoo(Q)a(ek_1, ek—1)1/2(6k7 ek)1/2_
From (7) and the Cauchy-Schwarz inequality, we find

(et uth o)

< Huﬁ,k—luLoo(Q)(ek—17 el~c—1)1/2(a(ek7 ek))1/2.

k—1 _k E,k—l)‘

= |c(e" ", e",u
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Convergence of fixed-point iteration

Estimating the terms with the “¢” form in them, we find

&( k)ek) < RHllg’k_luLoo(Q) (ek_l,ek_l)l/Z (CL (ek,ek))l/Q

+ R|[u™ 7 (0 (a (el“j_l,e’“—l))l/2 (ek,ek)l/2
1

1 B Y _ _ T
b (R @) a () 4 T (e ef)

=3 (RHU‘g’k_lHLoo(Q))2 (e ")
1

o (BRI pee) a (5 &) + 3a (e )
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Convergence of fixed-point iteration

~(k _k - 0k—71(2 ~ (k-1 k-1
a(e,e)§ T(ZHu HLOO(Q))CL(G e )

So fixed-point iteration converges provided At is small

enough and ||u®’|| .~ stay bounded.
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Compatibility Conditions

Compatibility conditions govern solution
smoothness.

For the Navier-Stokes equations, there are
local compatibility conditions like those found
for the heat equation.

However, there are also non-local compatibility
conditions for the Navier-Stokes equations,
and we describe them subsequently.
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Local Compatibility Conditions

There are local compatibility conditions for boundary
and initial data for Navier-Stokes equations similar to
ones for the heat equation to have a smooth solution.

These can be derived again from the observation that
that the values of v on the spatial boundary have been
specified twice at ¢t = 0.

The first condition is simply
Up(x) = v(x) Vx € 0. (15)

Additional conditions arrise by using the differential
equation at t = 0 and for x € 0f), but we post-pone
temporarily deriving one of these.
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Incompressibility Condition

However, we find a new type of condition, namely,
V- Ug — 0. (16)

Although this condition is quite obvious, it does pose a
significant constraint on the initial data.

If either compatibility is not satisfied wild oscillations will
result near ¢t = 0 and z € 9.

In such a nonlinear problem, this can cause completely
wrong results to occur.

Compatibility conditions (15) and (16) do not have to be
satisfied for the Navier-Stokes equations (1) to be well
posed in the weak sense.
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Mass conservation

Another condition arises due to the incompressibility (or
divergence-free) condition:

éﬂn-’y:(). (17)

This simply means that the amount of fluid coming into
the domain must balance the amount of fluid going out
of the domain: the net mass flux into the domain is zero.

If this compatibility condition is violated, then the
solution can clearly not have divergence zero.
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Local Compatibility Conditions

There Is a unique solution in any case, but the physical
model may be incorrect as a result if it is supposed to
have a smooth solution.

Compatibility conditions are a very subtle form of
constraint on model quality.

The compatibility conditions (15) and (16) are described
In terms of local differential-algebraic constraints.

However, we will see that there are other compatibility
conditions that lead to global constraints that may be
extremely hard to verify or satisfy in practice.
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A nonlocal compatibility condition

Simply applying the first equation in (1) on 9f2 at¢ =0
we find

—Aug + Vpy = —R (v - Vug +4') on 90 (18)
where p, denotes the initial pressure.

Since py Is not part of the data, it might be reasonable to
assume that the pressure initially would just adjust to
Insure smoothness of the system, I.e., satisfaction of
(18), which we can re-write as

Vpo=Aug — R (")/ - Vug + "Y/) on of) (19)
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Nonlocal Compatibility Conditions

However, taking the divergence of the first equation In
(1) at ¢ = 0 we find

Ap() = —RV- (110 : VUO) In €. (20)

Thus py must satisfy a Laplace equation with the full
gradient specified on the bounary by (19).

Note that, if V- v = 0, then
V- (v-Vv) = vavjji = Vv :Vv'inQ. (21)

2,

Thus we can write (20) as

Apo = —R (Vll() ) Vuot) In €.

Computational Modeling Initiative 2019 25/50



Nonlocal Compatibility Conditions

Summarizing, we have
Apy = —R (Vuo : Vuot) In ).
together with the boundary conditions
Vpo = Aug — R (v - Vug +4') on 91.

This Is an over-specified system (one too many
boundary conditions), so not all ug will satisfy it.

The only simple way to satisfy both (19) and (20) Is to
have ug = 0, that Is to start with the fluid at rest.
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Nonlocal Compatibility Conditions

For R > 0, It Is easy to see that the system given by (19)
and (20) is over-specified since v’ can be chosen
arbitrarily.

A simple way to avoid the nonlocal compatibility
condition is to start the simulation with

e Initial data uy = 0 and
e boundary data v(0) = +/(0) = 0.

Moreover, such an approach may be more appropriate
physically.
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Time-independent solvers

Consider the time-independent Navier-Stokes equations
In variational form:

Fy(u) =a(u,v) + Re(u,u,v) =0 Vv e Z, (22)

together with the incompressibility constraint u € Z, that
IS, equivalently V-u = 0 or b(u, gq) = 0 for all g € II.

In addition, we assume that we have Dirichlet boundary
conditions u = g on o).

This Is a nonlinear system of equations posed on the
affine subspace 7 + g.
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Navier-Stokes variational form

Variety of nonlinear solvers that can be applied.

But It Is useful to see what Newton’s method looks like
for this system.

We compute the Jacobian of I by taking limits of
difference quotients:

Fo(u+ew) — Fy(u) = ea(w,v)
+ R(c(u + ew,u+ ew,v) — ¢(u, u, V))
We are differentiating in the affine space Z + g, so

perturbation w satisfies w = 0 on 0f2, as well as
V-w =0 (In short, w € 2).

Computational Modeling Initiative 2019 29/50



Navier-Stokes variational form

Expanding

c(u+ew,u+ew,v) =c(u,u+ ew,v) + ec(w,u + ew, V)

= c(u,u,v) +ec(u,w,v) + e(c(w, u,v) + ec(w, w, V))

= c(u,u,v) + e(c(u, w,v) + c(w,u,v)) + €c(w, w, v).
Thus

Fo(u+ew) — Fy(u) = e(a(w, V)
+ R(c(u,w,v) + c(w,u,v))) + Re’c(w, w, v).

Define a new variational form

c(u,w,v) =c(u,w,v) + c(w,u, v). (23)
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Navier-Stokes variational form

Therefore

Jr(1)y,w = 11_1;% e '(Flu+ew,v)— F(u,v)) (24
=a(w,v) + Rcé(u,w,v).

Thus Newton’s method takes the form
FiInd w € Z such that

a(w,v)+ Re(u",w,v) = F(u",v) VveZ

Set u"t'=u"—w.

(25)

Initial u’ € Z + g could come from Stokes equations
satisfying the boundary conditions, u’ € Z + g.
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Navier-Stokes variational form

Note that ¢(u, w,v) = ¢(w,u, v), and we find
c(u,w,w) = c(u,w,w) + ¢(w,u, w)

26
= c(w,u,w) :‘/QWt(VH)WdX. (26)

For larger R, use continuation method increasing R

successively.
Take u' at each step to be solution for previous R.

System (25) can be solved by iterated penalty method.
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Navier-Stokes flows

We give here some important examples of
Navier-Stokes flow.

The first ones are exact, but they are also the
basis for many important applications.

We begin with two exact solutions.

Then we consider ones where no analytical
form Is available.
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Poiseuille flow

We begin with flow in a channel.

Surprisingly, solution is same for all Reynolds numbers.

Recall the notion of a two-dimensional channel €2:
Q:{(x,y)€R2 0<x <L, Ogygl}.

Assumed that flow Is negligible in the third dimension
across the width of the canal.

Also recall Poiseullle flow, defined by

u(z,y) = (u(z,y),v(z,y) = (3y(1 —y),0),

for (x,y) € (.
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Navier-Stokes exact solution

Remarkably, this is also an exact solution of the
Navier-Stokes equations, independent of the Reynolds
number.

This I1s because v = 0 and the nonlinear term vanishes:
u-Vu=u(u,) =0,
since u Is independent of .

This u satisfies homogeneous Dirichlet boundary
conditions on both the top and bottom of the channel.

As before, the pressure is given by p(x,y) = .
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Solution verification

Then
—Au(z,y)+u-Vu+Vp(z,y) = —Au(z,y)+ Vp(r,y) =0
for (z,y) € Q.

Three-dimensional flow Iin a pipe (cylinder) is similar and
also I1s named for Poiseullle.

We can think of these flows as being driven by the
non-zero pressure gradient.

Unfortunately, the Stokes cross does not generalize to
the Navier-Stokes equations.
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Jeffrey-Hamel flow

Exact solution of the Navier-Stokes equations in a
converging or diverging duct.

The flow Is defined by

u(atan(y/x))
r? + y?

u(z,y) == v x, x=(x,y) €

where u solves the ODE
d*u

dgz —— (&) +4u(f) + 6“(5)2 = f(§) for& e |0,0],

uw(0) =0, u'(f)=0.
With f = C' . Reynolds number related to C'.

(27)
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Driven cavity for Navier-Stokes

Let Q = [0, 1]* and let T" denote the top of the square:
I'={(z,1) : 0<z<1}.
Define Dirichlet boundary conditions by
u(z,1)=1onIT', u=00n9Q\I.

Resulting Navier-Stokes problem with this boundary
condition is driven cavity problem for Navier-Stokes.

Denote the solution by uyp where R iIs Rynolds number.

The solution of the Stokes driven cavity problem is the
same as uy.
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Driven cavity for Navier-Stokes: R = 50

-0.110
Figure 1: Driven cavity problem computed with quartics, horizontal compo-

nent only. Difference between Navier-Stokes (Re=50) and Stokes (Re=0).
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Driven cavity for Navier-Stokes: R = 200

0.190

0.0750

-0.0400

-0.155

-0.270

Figure 2: Driven cavity problem computed with quartics, horizontal compo-
nent only. Difference between Navier-Stokes (Re=200) and Stokes (Re=0).
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Driven cavity for Navier-Stokes

The solution of the driven cavity problem uy Is depicted
In Figure 1, for two different values of R in (1).

The discretization was done with the Scott-Vogelius
iterated penalty method using quartics.

Plotted is the horizontal componenet of the velocity
differences up — uy.

We see a substantial change in the flow pattern as a
function of the Reynolds number R.
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Sudden expansion

A common test problem for Navier-Stokes is a channel
with a sudden expansion:

( (
Q=q(z,y) : L1 <z < Ly, |y| <«

\ \

1 forxgo,\
01 forxz >0 )

forsome 0 < § < 1.

The boundary conditions are specified by the function

((1 y2)7 O) L = _Lla
g =1 (6(1—0°%),0) z= Ly, (28)
0 elsewhere.
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Sudden expansion

Since the flow Is going from the smaller channel to the

larger one, it is necessary to take L, >> [, to get
reliable results.

It IS easy to see that

/ g-nds =0.
o012
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Sudden expansion: Stokes

1.10 pom

0.825

0.550

0.275

0.00

Figure 3: Sudden expansion problem computed with quartics, hori-
zontal component only. Stokes flow.
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Sudden expansion: Navier-Stokes

0.350

0.208

0.0650

-0.0775

-0.220

Figure 4. Sudden expansion problem computed with quartics, horizontal
component only. Difference between Navier-Stokes and Stokes (Re=0)
solutions for Re = 50. Domain is defined with L; = 3, Ly = 10, and § = ;.
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Sudden expansion

The Stokes flow Is symmetric in the direction orthogonal
to the direction of the channel.

This can be proved by reflecting the solution around the
centerline of the channel, and showing that the reflected
function Is also a solution.

By uniqueness of Stokes flow we conclude that the
reflection must repoduce the solution.

But for Navier-Stokes flow, symmetry is not guaranteed.

It does hold for small enough Reynolds number, as
Indicated in Figure 5 for R = 50.
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Sudden expansion: R = 50

B ot o o L o L e s

Figure 5: Sudden expansion problem computed with quartics, hori-
zontal component only. Difference between the Navier-Stokes and
Stokes (Re=0) solutions. The domain is defined with L; = 10,
L, =60,and § = +: R = 50.
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Sudden expansion: R = 100

Figure 6: Sudden expansion problem computed with quartics, hori-
zontal component only. Sudden expansion problem computed with
guartics, horizontal component only. Difference between the Navier-
Stokes and Stokes (Re=0) solutions. The domain is defined with
Ly =10, Ly =60, and § = ;: R = 100.
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Sudden expansion bifurcation

Re

Figure 7: Idealization of the pitchfork bifurcation in the sudden-
expansion problem for the Navier-Stokes equations. The dark solid
lines indicate stable solutions of the Navier-Stokes equations as a
function of the Reynolds number (Re). The dark dashed line indi-
cates an unstable, symmetric solution of the Navier-Stokes equa-
tions. The unique solution indicated before the bifurcation is also
symmetric.
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